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Indoor Photometric Report

IES Header Data

ISSUEDATE
MANUFAC
TEST
TESTLAB
TESTDATE
LUMINAIRE
LAMP

LAMPCAT

1

Photopia for SOLIDWORKS 2022.0.8.11443 see: www.ltioptics.com/ies
Thursday, March 31, 2022 9:55:02 AM

Calx, photo, assy

LED 12W PRO SERIES A19

A-19-75W-P1-27K-E26-U1

Number of Lamps 4

Luminous flux per Lamp 1099.99 Im

Total Input Luminous flux 4399.98 Im

Output

Input Watts 53.32 W

Total Output Luminous flux 2608.75 Im

Efficiency 59.29 %

Efficacy 48.93 Im/W

Luminous Dimensions

0° - 180° Size | 0.53 m

90° - 270° Size 0.53 m

Height 0.58 m
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Photometry Information

Distribution Semi-Direct

Photometry Type C

Spacing Criterion

Two luminaires, plane 0°  1.32
Two luminaires, plane 90° 1.32

Four luminaires | 1.32

Full Beam Angle

0° - 180°  95.52°

90° - 270° 95.49°

Candela Polar Plot
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Candela Distribution
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Zonal Lumen Summary

Zone Lumens
0° - 10° 79.64
10° - 20° 215.18
20° - 30° 348.40
30° - 40° 420.72
40° - 50° 362.94
50° - 60° 230.86
60° - 70° 110.46
70° - 80° 37.81
80° - 90° 5.84
90° - 100° 9.83
100° - 110° 42.43
110° - 120° 99.91
120° - 130° = 146.50
130° - 140°  157.74
140° - 150° = 140.89
150° - 160°  108.09
160° - 170° 67.07
170° - 180° 24.43
0° - 90° 1811.86
90° - 180° 796.89
0° - 180° 2608.75
Indoor CU Table

Values are lumens delivered to the workplane from a single luminaire
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Cone of Light

Mtg Height

2.0m
2.5m
3.0m
35m
4.0m
4.5m
5.0m
55m

6.0 m

UGR CIE 190:2010

Ceiling reflectance

Wall reflectance

Plane reflec

tance

Room dimensions

2H

4H

8H

12H

2H
3H
4H
6H
8H
12H
2H
3H
4H
6H
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12H
4H
6H
8H
12H
4H
6H

8H

Light Level
201.6 Ix

129.0 Ix

89.6 Ix

65.8 Ix

50.4 Ix

39.8 Ix

32.2 Ix

26.7 Ix

224 Ix
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Beam Diameter
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Corrected UGR values based on total output energy

SHR = 1.0
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Average Luminaire Luminance [cd/m?2]

0.00° 45.00° 90.00°
0.00° 2897 2897 2897
45.00° 1149 944 1149
55.00° 638 507 631
65.00° 271 208 266
75.00° 90 68 92

85.00° 1 8 10
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