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Project Contact

Fill in the shaded boxes using the information listed below

Order
Code R-0020 - - - - -

MODEL Ⓐ NUMBER OF 
SIDES

Ⓑ HEIGHT Ⓒ FINISH 1 - 
WOOD BODY

Ⓓ FINISH 2 - 
METAL

Ⓔ LAMPING Ⓕ OPTION CODE

EXAMPLE 
ORDER CODE R-0020 - 4 - 64 - 002 - 117 35 - XD96

Ⓒ FINISH 1 - WOOD BODY

001 Walnut

002 Dark Stained walnut

095 White Washed Oak

Ⓓ FINISH 2 - METAL

119 Brushed Aluminum

120 Brusged Brass

117 Distressed Brass

See page 2 for color swatches. 

Canopy finish will match metal  
accent finish specified above.

3 sided, 64” tall, walnut body, brushed brass metal, 3000K CCT

bottom detail

Ⓑ HEIGHT

40
64

Metal

4 Sided version pictured

Frosted Polymer
(CM-057)

Wood Body

6’ Tall Person

40” 40”

64” 64”

Ⓔ LAMPING CCT

27 2700K LED

30 3000K LED

35 3500K LED

40 4000K LED

   CRI 90+
   R9 values 85+

Ⓕ OPTION CODE

XD For custom drop lengths add “XD” followed by desired Overall 
Height in inches at end of order code. Otherwise a standard 72” 
drop length is provided which is field cuttable.

EM Emergency Backup option.   
See page 2 for emergency backup details.

Ⓐ NUMBER OF SIDES

3
4

3 Sides

10.8”

4 Sides

13.7”
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Ⓒ FINISH 1 - WOOD BODY

Dark Stained Walnut  
CM-002

Walnut 
CM-001

White Washed Oak 
CM-095

Ⓓ FINISH 2 - METAL

Distressed Brass  
CM-117

Brushed Brass  
CM-120

Brushed Aluminum
CM-119

DRIVER SPECS

120-277 V AC input: 
   0-10 V dimming down to 1% with dim to off
Driver located inside of canopy
Driver dimensions: 
40” options: 5.0” x 2.5” x 1.1”
64” options: 6.3” x 3.1” x 1.1”

WEIGHT / LUMEN OUTPUT / WATTAGE / CORDS / CABLES

FIXTURE 
HEIGHT

NUMBER OF 
SIDES

WEIGHT
(LBS.)

LUMENS
(SOURCE) WATTAGE

NUMBER OF 
DRIVERS

NUMBER OF 
CORDS (SVT)

NUMBERS OF 
SUSPENSION 

CABLES

40”
3 25 4475 38 1 1 3

4 33 5970 48 1 1 3

64”
3 32 7665 63 1 1 3

4 42 10235 83 1 1 3

CANOPY SUSPENSION CABLES AND ELECTRICAL CORDS

Canopy dimensions: 7”Ø x 2” H
3 suspension cables
1 electrical cord

Maximum standard drop length: 96”

Provide additional blocking for attaching mounting plate to ceiling per local code. 
If a central all-thread stud is used for support, the driver may not fit within the canopy and 
will need to be remotely located

PHOTOMETRIC POLAR GRAPH


